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Contactors and Overload Relays

Thermal Overload Relays Ex9R

0.1 - 500A

Ex9R thermal overload relays are
designed primarily for protection of
motors. These relays can be either
combined directly with contactors or
used as a stand-alone device with an

IEC/EN 60947-4-1

3 pole versions

Tripping class 10A

Rated operational voltage 690VAC,
50/60Hz

AD5 adaptor.

Suits Overload

Frame current Auxilary
Part No. Type Size settings Contacts
66111 Ex9R12 0.16A 12 0.1-0.16A TNO 1NC
66112 Ex9R12 0.25A 12 0.16-0.25A TNO 1NC
66113 Ex9R12 0.4A 12 0.25-0.4A TNO 1NC
66114 Ex9R12 0.63A 12 0.4-0.63A TNO 1NC
66115 Ex9R12 1A 12 0.63-1 A TNO 1NC
66116 EX9R12 1.6A 12 1-1.6 A TNO 1NC
66117 Ex9R12 2.5A 12 1.6-25A TNO 1NC
66118 EX9R12 4A 12 2.5-4.0A TNO 1NC
66119 Ex9R12 6A 12 4.0-6.0A TNO 1NC
66120 Ex9R12 8A 12 5.5-8.0A TNO 1NC
66121 Ex9R12 10A 12 7.0-10A TNO 1NC
66122 EX9R12 12A 12 9.0-12A TNO 1NC
66123 EX9R38 4A 18 to 38 2.5-4.0A TNO 1NC
66124 EX9R38 6A 18 to 38 4.0-6.0A TNO 1NC
66125 Ex9R38 8A 18 to 38 5.5-8.0A TNO 1NC
66126 EX9R38 10A 18 to 38 7-10A TNO 1NC
66127 Ex9R38 13A 18 to 38 9-13A TNO 1NC
66128 EX9R38 18A 18 to 38 12-18A TNO 1NC
66129 Ex9R38 24A 18 to 38 16-24A TNO 1NC
66130 EX9R38 32A 18 to 38 23-32A TNO 1NC
66133 Ex9R100 40A 40 to 100 30-40A TNO 1NC
66134 ExX9R100 50A 40 to 100 37-50A TNO 1NC
66135 EX9R100 65A 40 to 100 48-65A TNO 1NC
66136 EX9R100 70A 40 to 100 55-70A TNO 1NC
66137 Ex9R100 80A 40 to 100 63-80A TNO 1NC
66138 EX9R100 100A 40 to 100 80-100A TNO 1NC
66139 Ex9R185 115A 150 to 185 80-115A TNO 1NC
66140 EX9R185 150A 150 to 185 110-150A 1NO TNC Frame current: 500A
66141 Ex9R185 185A 150 to 185 140-185A TNO 1NC
66142 EX9R500 225A 225 to 500 160-250A TNO 1NC
66143 EX9R500 300A 225 to 500 210-300A TNO 1NC
66144 EX9R500 400A 225 to 500 280-400A TNO 1NC
66145 EX9R500 500A 225 to 500 380-500A TNO 1NC

Accessories for Overload Relays Ex9R

Adaptors

¢ Adaptors for stand-alone applications Part No. Type Suit Frame Size
of the overload relays 56001 AD51 o

e Enables mounting of the overload 66002 AD52 1810 38
relay onto 35 mm DIN rail 66003 AD53 65 to 100

e Equipped with a set of terminals for 66004 AD54 150 to 185
wire connection of the relay at both 66005 AD55 225 t0 500
sides
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