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Residual Current Device

RCD Ex9CL-H: 10 kA
Safety Switch (RCCB)

RCD Ex9CL-H: 10 kA
Safety Switch (RCCB)

Part No. Poles
Rated 

current

Rated 
residual 
current Type

100643 1P + N 25 A 30 mA Ex9CL-H 2P 25A 30mA

100646 1P + N 40 A 30 mA Ex9CL-H 2P 40A 30mA

100649 1P + N 63 A 30 mA Ex9CL-H 2P 63A 30mA

100644 1P + N 25 A 100 mA Ex9CL-H 2P 25A 100mA

100647 1P + N 40 A 100 mA Ex9CL-H 2P 40A 100mA

100650 1P + N 63 A 100 mA Ex9CL-H 2P 63A 100mA

100645 1P + N 25 A 300 mA Ex9CL-H 2P 25A 300mA

100648 1P + N 40 A 300 mA Ex9CL-H 2P 40A 300mA

100651 1P + N 63 A 300 mA Ex9CL-H 2P 63A 300mA

•	 AC type of residual current circuit 
breaker sensitive on residual AC current 

•	 Without time delay 
•	 Surge current-proof 250 A 
•	 Voltage rating 415V
•	 IEC 61008-1
•	 SAA 120061EA

•	 Selective with upstream installed S or 
S+A type RCD
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Ex9CL 2P Wiring Diagram
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Ex9CL 4P Wiring Diagram
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Ex9LE 3PN Wiring Diagram
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Ex9CL 4P Wiring Diagram
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Wiring diagram

Part No. Poles
Rated 

current

Rated 
residual 
current Type

100652 3P + N 25 A 30 mA Ex9CL-H 4P 25A 30mA

100655 3P + N 40 A 30 mA Ex9CL-H 4P 40A 30mA

100658 3P + N 63 A 30 mA Ex9CL-H 4P 63A 30mA 

100653 3P + N 25 A 100 mA Ex9CL-H 4P 25A 100mA

100656 3P + N 40 A 100 mA Ex9CL-H 4P 40A 100mA

100659 3P + N 63 A 100 mA Ex9CL-H 4P 63A 100mA

100654 3P + N 25 A 300 mA Ex9CL-H 4P 25A 300mA

100657 3P + N 40 A 300 mA Ex9CL-H 4P 40A 300mA

100660 3P + N 63 A 300 mA Ex9CL-H 4P 63A 300mA

Wiring diagram

•	 AC type of residual current circuit 
breaker sensitive on residual AC current

•	 Without time delay
•	 Surge current-proof 250 A

•	 Voltage rating 240V
•	 IEC 61008-1
•	 SAA 120061EA
•	 Selective with upstream installed S or 

S+A type RCD


