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Features:
•	 Busbars for connection of MCB’s
•	 Shortened versions for 12 modules 

supplied with end caps
•	 1 and 3-phase versions available
•	 Fork connection points
•	 240/400V AC rated

Fork Type Busbar Combs
Space and time-saving for multiple MCB connections

MCB Accessories

Part No. Type
Cross 

section
Rated  

current
No. of 

phases

101446 BBU 1L 10 M54 10mm2 63A 1

101447 BBU 1L 16 M54 16mm2 80A 1

101448 BBU 3L 10 M54 10mm2 63A 3

101449 BBU 3L 16 M54 16mm2 80A 3

1 metre Busbars
•	 1 and 3-phase busbars
•	 Length 1 metre, can be cut to suit
•	 54 connection points
•	 End caps to be ordered separtely

Part No. Type
Cross 

section
Rated 

current
No. of  

phases

101450 BBU 3L 10 M12 EC 10mm2 63A 3

101451 BBU 3L 16 M12 EC 16mm2 80A 3

Shortened Busbars
•	 1 and 3-phase busbars
•	 Length 12 modules
•	 12 connection points
•	 Supplied complete with end caps

End Caps for 1 metre Busbars
•	 End Caps for 1 and 3-phase Busbars

Part No. Type Suits
No. of   

phases

101452 ECU 1L BBU 1L 1

101453 ECU 3L BBU 3L 3

BBU 3L

BBU:
Busbars

Cross 
section

Product 
family

1L: 1 way

3L: 3 ways

10: 10mm2

16: 16mm2

10

Length in 
modules

M12: 12 
modules 
M54: 54 
modules

(1 m)

10

End cap

_: without

EC: with

Type

Number of 
separate 

conductors

10


