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KEL-FL
Cable entry for flat cables
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The KEL-FL range enables a simple, fast and
flexible cable routing and sealing of flat wires. = ‘ ox KT
Split or non-split inserts can be utilized. -
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Innovative construction of the inserts com-
pensates for manufacturing inconsistencies
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= Routing of flat cables in combination with o
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pre-terminated round cables by using a J 7 g—l —> % o5 KEL-FLJE 46120 86x24 | o B

single KEL cable entry frame

Advantages
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= Space saving shape i
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Specification
Material Polyamide (PA) ERp ‘ 2% KT
o @ ﬁ KEL-FL|G 6 86
Flame class UL94-Vo, self-extinguishing % ‘E‘a = losa. l 40130 *24 L FT 10
Protection class P54, with gasket and correct
selection of the cable inserts ‘ ) ‘
Temperature - 40°C to +140°C (static) 4 | ‘ 2« KT
ol KEL-FL|H 46135 1M2x24 10
Properties Halogen-free, silicone-free Bl ﬂ — ‘ | O—I ﬂﬁﬂ = FT-2

Drillingtemplate See Page 146 - 147
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KT Cable inserts, small Page 28 - 29 i 130 i
FT Cable inserts, flat Page 35 ;:—| O_I O—| ﬂ ‘ p— ﬁ ., KELFL| e o 3x;(: 1
KEL-EMC Cable collector Page 110 - 112 g ' T
147
: 130 |
EHP ! 1xFT-1
3 ‘ P— H p— ﬁ s KEL-FL|K 46150 n2x2q 10
147
130
f I
2 H” ‘“ﬁ KEL-FL|L 46155 12 x 24 1~ FT-4 10
Bl o | [M]ess

34 www.icotek.de | tel +49 (0) 7175 - 923 80 0 | fax +49 (0) 7175 - 923 80 50




	icotek_Catalog26_PG1_en
	icotek_Catalog26_PG2_en
	icotek_Catalog26_PG3_en
	icotek_Catalog26_PG4_en
	icotek_Catalog26_PG5_en
	icotek_Catalog26_Appendix_en



